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About US :

Tegman ree >

Tegman offers a wide range of screening, filtration, and separation media specifically designed for materials

handlingin the paperand pulp industry.

Our Pulp & Paper Products, which include wedge wire baskets, perforated baskets, counter-sunk perforations, and

paperdrum mesh, form the backbone of the paper production process.

Tegman’s Pulp & Paper products help transform raw materials into a diverse array of paper products, including

tissue paper.

PULP &PAPER INDUSTRY

*  Wedge wire slotted screen cylinder
e Drilled Hole Screen Cylinder

e Coating Screen Cylinder

Electro-beam Drilled Hole Cylinder

Hydra-pulper/Extraction/Strainer Plate
* Screw Press Screen Baskets and Plates
* EDM Plates —pulp washer plate, TiPlate
e Drum Washers & Thickener Drum

e Drum Classifier Mesh

* Basket Material : Chrome

e Plate Material : Electropolishing
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SCREEN BASKETS & PLATES:

Knotter Screens & Hydrofoils, High-pressure Screens / Tertiary Screens Baskets & Rotors. Drum Washers & Thickener Drums

SCREEN BASKETS:

*  Wedge Wire Slotted Cylinder
e Drill Hole Screen Cylinder
* Milled Slotted Screen Cylinder

*  No-Welding Slotted Screen Cylinder

e (Caged Design

SCREEN PLATES:

e Drilled Hole Screen Plate
*  Wedge Wire/Milled Slotted Plate

e EDM Drilled Plate/Slotted Plate

OUTFLOW INFLOW
Applications: Application:
* coarse screen * headbox screen

* fine screen * fine screen

e fibre separator
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PARAMETERS & CAPACITY

Max. Size Dia |D2500 H3200 MM

Min. Slot Size

Slot Tolerance +\-0.02mm

Cylindrical Deviation

+\- 0.5mm

Chrome Thickness 100-300um

NOTCH CUTTING:

* precision laser cutting welded by argon arc

high strength for alonger lifetime

PROFILE WIRES:

Over 40 wires
Profile Depth : 0,5mm-1,5mm

Wire Width : 2,0mm-4,0mm




WEDGE WIRE SLOTTED SCREEN CYLINDERS

DIGESTERTOP SEPARATOR

SCREEN BASKET

+  Dimension : ID2400mm x 3200mm H
Roundness Tolerance : <0.8 mm
Slot Opening: 4-8mm
Cylindricity Deviation : < 1,5 mm

Anti-Clogging : Self-Cleaning.
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Mechanical Locking Applications requires :

* Higher open area

* High purity requirement

* Smooth Surface to aid against Blinding & Pegging

. Inflow & Qutflow

. Hole diameter= 1.0mm

o Surface: Smooth / Profiled

o Plate Thickness: 5mm/6mm/8mm

. Coarse Screen / Headbox Screen Basket




HOLE TYPES

Various hole types for different applications

STRAIGHT

STEPDRILLED
MATERIAL OPTIONS

SS316
. as standard material

o with higher chemical-resistant properties

&
SS304
0 More feasible for O C C Mills
. Higher strength & wear characteristics

. Reducing expenses on spare parts significantly

CORRUGATED WITH PROFILE

MOST COMMON MATERIAL

~

+ SS304

+ SS316

- 316L wires+304 rings
+ 2205 duplex

_J

EDM DRILLED HOLE PLATE

(for pulpwasher machines)

ELECTRICAL DRILLING PROCESS:

e 3-5" conical degree

* Hole diameter: 2 1.0mm

e PlateThickness: 2-12mm
* Higher Screening capacity
* Uniformdistribution

e Higher Open Area

e Pulp goes fromsmall to big side

ED M Drilled Hole Plate - PulpWasher Plates

Application:
e screw press plates and baskets
* pulp washer equipment

» fordewatering, thickening, wastewater cleaning

Unique technology - small holes drilled in thick plates

Uniform distribution. Accurate Perforation
3-5" conical degree, pulp goes from small hole size to
big hole size, lower resistance, higher open area and

screening capacity

Water-efficient & Cost-efficient — for new type of water-
efficient pulp washer

Electro-polishing

Material: 316L SS or 254SMO
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SCORCH SCREEN PLATES:

* Application: Hydra Pulper/ Extraction/ Strainer Plate
e Material: SS304/316/420/630/2205Duplex
e Finishing:HeatTreatment (HRC 40-48)

e Customized Design: More durable




USED IN VARIOUS PULP & PAPER MACHINES:

The Fourdrinier machine is a continuous paper-making machine.

In the Forming Section (of this machine) a moving meshbelt
(Fourdrinier wire) allows water to drain, forming a continuous
paper web. A slurry of pulp is spread across the mesh.

This machine is used mainly for the production of various types of
paper, including newsprint, high-quality writing paper, and
packaging materials

[t differs from the Fourdrinier machine by using rotating
cylinders toform the paper sheet.

MATERIAL MESH WIRE
In the Vat and Cylinder section of this machine, a rotating 304/316 10 0.4-1.2mm
perforated cylinder (covered with a wire mesh) dips into a vat
containing pulp. A thin layer of fibres then adheres to the 304/316 12 0.4-1mm
cylinder surface as water drains through. 304/316 14 0.4-0.8mm
The Cylinder Machine is used for various types of paper, 304/316 30 0.25-0.4mm
including newsprint, writing paper, and packaging materials 304/316 40 0.2-0.3mm
304/316 50 0.18-0.25mm
304/316 60 0.15mm
304/316 70 0.14mm
304/316 80 0.12mm
304/316 100 0.17mm
304/316 150 0.06mm
304/316 200 0.05mm
304/316 325 0.035mm

WIDTH available: TM - 10M
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GET IN TOUCH

GAUTENG BRANCH & FACTORY
Cell: 067 008 5354

NELSPRUIT BRANCH
Cell: 068 533 4089

CAPE TOWN BRANCH
Cell: 066 298 9523

DURBAN BRANCH & FACTORY
031 563 4252 /072 299 4947 /065 817 1415

UMHLALI CORPORATE HEAD OFFICE
Cell: 065 810 2138




