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Rotary Drum Screen

Note: dimensions, construction material, and structure can all be customised.

Largest unitwe produced: Dia. 2200mm x length 8500mm

Slot Size: 10 microns - 10000 microns Treatment Capacity: up to 6000m3 / h 

Application: It is widely used to separate settleable solids from liquid in the 

municipal and industrial wastewater treatment plants.
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Details of Finished Product:

Internally Fed Rotary Drum Filter

Application: It is suitable for the removal of small particulate matter, fallout, and floating matter.
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Details of Finished Product:

Internal Structure
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Filter Element:

Wedge Wire Screen

Suitable for 20 microns -1500 microns slot size requirements

Advantage: High Permeability, long service life & no need to change the screen
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PERFORATED MESH
WOVEN MESH

Suitable for slot size 10-50 microns, 
treatment capacity below 100m3/h. Need to 
change the screen 1-2 years.

Suitable for slot size above 1mm, intercept
rates at 99% but low permeability rate and
can be used for a long time.

Filter Element:

Perforated Mesh & Woven Mesh
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Application: It is suitable for removal of floating matters, especially for papermaking wastewater and wood factory wastewater.

Details of Finished Product:

Externally Fed Rotary Drum Filter
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Application: It is suitable for sewage treatment plants, the solids can be pressed to remove excess water, which is convenient for 
transportation. Using water drop, no need for pump lifting, saving operating costs.

Details of Finished Product:

Channel Drum Filter
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Application: Especially for Fish Farm, Koi Pond & RAS Project to remove 80% - 9% organic matter

Details of Finished Product:

Rotary Drum Filter for Fish Farm

MATERIAL - PP 

MATERIAL - SS316
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